@i@ AiM MXK10-Gen4
—— Plug & Play Dash Logger kit for Kawasaki Ninja ZX-10R*
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Technical specifications
Display
Resolution

Contrast

Brightness
Ambient light sensor

Status information LEDs

Shift Lights LEDs

CAN connections
ECU connection

External modules
Wi-Fi connection
Internal memory
Body

Connectors
Dimensions

Weight

Power consumption

Waterproof

O
. ©

Part number

XA2MXS12A05RO0KN1

@@ AiM MXK10-Gen4
—— Plug & Play Dash Logger kit for Kawasaki Ninja ZX-10R*

5" TFT

800x480 pixels

600:1

700cd/m2 - 1,100 Lumen
Yes

6

10

2

Yes

GPS09c¢, Channel Expansion, Lambda Controller, SmartyCam 3

Yes

4GB

Anodized Aluminum

1 JAE connector + 2 Binder connectors

166 x 97 x 23 mm
5309

400 mA

IP65

Gasog
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MXK10-Gen4 dash logger with screws and washers, dedicated GPS Module
with anodized plate fixing kit and screws

2/3

Ver. 1.01



AiM MXK10-Gen4

ATz
—— Plug & Play Dash Logger kit for Kawasaki Ninja ZX-10R*

Pinout

usB MAIN EXP
3 pins Binder 712 16 pins JAE MX34 5 pins Binder 712
female connector Male connector female connector
(external view) (external view) (external view)
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1-USB D+ 1- CAN+ AIM
2-USB D- 2-GND
3-GND 3-+Vbout'
4 - CAN- AiM
5 - +Vbext
1 - Battery +
2 - Fuel reserve switch
3 - Ground -

4 - Not connected
5 - Green right turn signal light (LED) +
6 - Green left turn signal light (LED) +
7 - Blue high beam indicator light (LED) +
8 - Green neutral indicator light (LED) -
9 - Ignition+

10 - Oil pressure warning indicator -

11 - CAN Low

12 - CAN High

13 - Start/Stop switch

14 - Flashing High beam

15 - Power

16 - S-KTRC
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