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MXq

3.5 [0.13]21.7 [0.85]7.7 [0.30]

M4 Depth 6.5 [0.25]

27.2 [1.07]

34 [1.34]

44.1 [1.73]

94.6 [3.72]

46.1 [1.81]

88.4 [3.48]

137 [5.40]

Dimensions in mm [inches]
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MXq + CAN/RS232 + External power cable 2 mXMXQCRS200

Part numbers

IP65Waterproof

 330 gWeight

137 x 88.4 x 31.9 mmDimensions

3 Binder connectorsConnectors

 MetallicPushbuttons

PA6 GS30%Body

4 GBInternal memory

 YesWi-Fi connection

1 fully configurable, max 500 HzAnalog input

Lambda Controller, ACC3, GPS09c, SmartyCam 3 SeriesExternal modules

IntegratedGPS

CAN, K-Line, RS232ECU connection

2CAN connection

2 configurable RGB LEDs Alarm LEDs

 5 configurable RGB LEDs Shift Lights

YesAmbient Light sensor

 7 configurable RGB colorsBacklight

268 x 128 pixelsDisplay resolution

Technical specifications

MXq + CAN/K-Line + External power cable with OBDII connector 2 mXMXQOBD200

CAN/RS232 + External power cable 2 mV02589050

Spare parts

CAN/K-Line + External power cable with OBDII connector 2 mV02589040

Internal 3 axis ±5G accelerometer + 3 axis gyroInertial platform

MXq + RPM + External power cable 2 mXMXQRPM200

RPM + External power cable 2 mV02589020

Low level coil RPM input, 0-5 V square waveDigital inputs
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